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SPECIFICHE TECNICHE/TECHNICAL SPECIFICATIONS

OPZIONI SPECIALI/SPECIAL OPTIONS
Vasta gamma di colori supporto base/Support base available in many colours

Tensione di alimentazione/Voltage 230 VCA|

Funzionamento/Functionality RFID|

Frequenza di rete/Mains Frequency 50/60HZ|

Grado di prot. elettrica/Degree of Prot. Electric Classe II|

Dimensioni (mm)/Dimension (mm) H: 1300- L: 350- P: 318|

Marchio di qualità/mark of approved quality CE|

AIR
CONTROL
trasponder drying system

PLUS

VERSIONE PLUS - Dotata di pratico phon a pistola che consente un maggiore 
controllo del getto d’aria ed agevola gli utenti con particolari esigenze.

PRINCIPALI CARATTERISTICHE
• Si attiva avvicinando la card crediti al lettore RFID con display retroilluminato, 
 con indicazione del credito residuo e del tempo di erogazione aria. 
• Il tempo di erogazione dell’aria calda (regolabile mediante card tempo) 
 è programmabile da 1 a 8 minuti.
• Struttura robusta portante in  ABS, resistente antiurto, trattato anti UV, di facile  
 installazione e manutenzione.
• Asciugacapelli libero ad alta efficienza, consente la distribuzione ottimale del  
 calore regolando il flusso d’aria e la velocità di asciugatura, per garantire una  
 temperatura di esercizio delicata ma efficace.

PLUS VERSION - Supplied with a convenient hairdryer pistol that enables you 
maximum air flow control and facilitates users individual specific needs.

MAIN CHARACTERISTICS
• The card/pass is activated by accessing the retro-illuminated RFID reader which  
 indicates the credits remaining and the air flow’s completion time. 
• The hot air’s flow completion time (regulated by the time card) is programmed from  
 1 to 8 minutes.
• It has a robust ABS structure. It is also shock resitant with anti UV treatment with  
 easy instillation and maintenance procedures.
• The highly effecient hairdryer distributes effortlessly the heat and the air flow and  
 ensures the drying velocity temperature to be optimal at all times.

Sensore di
prossimità RFID
RFID Proximity 
Sensor

Robusta Struttura 
in ABS
Strong ABS 
structure

Ampio specchio
Comfort
Large mirror

Phon libero

hairdryer pistol
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